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Abstract：The construction of waste water treatment plants (WWTPs) in China exist many problems, such as unbalanced regional construction, low load rate, high energy consumption, low reuse rate of sewage and sludge, unreasonable sewage treatment technology and equipment. Construction of innovative operation mode for WWTPs could help to realize energy conservation, consumption reduction, pollution reduction and high efficiency. The results will provide reference for the formulation standards of WWTPs in China.
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0  引言（一级标题加粗，二级标题不加粗。标题采用“1” “1.1” “1.1.1”等格式表示）
“十二五”期间，城市污水处理厂pH和氮浓度变化见图1。……
 
     a pH变化

    b 进水氮浓度
图1 污水处理设施内部pH变化及进水氮浓度
Fig. 1 Variation of pH and nitrogen concentration in sewage treatment facilities
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1  城镇污水处理厂建设及运行概况
1.1  典型特征值分析
1.1.1  设计能力分析
根据《中国城市建设统计年鉴》以及《中国农村统计年鉴》中给出的历年污水处理厂设计处理能力与污水年处理量的数据[1-2]，计算出城镇年污水处理厂逐年运行负荷率（见表1）。

表1  2013年至2017年我国城镇污水处理厂基本情况
Tab. 1 Information of WWTPs in China from 2013 to 2017
	年份
	污水处理厂数量/座
	污水处理厂处理能力/(万m3·d-1)

	
	城市
	县城
	城市
	县城

	2013年
	1 736
	1 504
	12 454
	2 691

	2014年
	1 807
	1 555
	13 086
	2 882

	2015年
	1 944
	1 599
	14 038
	2 999

	2016年
	2 039
	1 513
	14 910
	3 036

	2017年
	2 209
	1 572
	15 743
	3 218
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